[image: image1.png]MMimaAKi




Mimaki Engineering Co.,ltd.

RCO221-002　 1/1
JV34-260 firmware version 1.10 has been released.
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	Update version
	Current version

	1.10
	1.00


Changes

[image: image1.png]
JV34-260 Main Firmware Upgraded
1) Adaptation of sublimation ink, Sb52

2) Following requests and FTs are responded or improved.
	
	Defects corrected/Requests
	FT/Report

	1
	While setting “the adjustment value” after printing “the adjustment pattern# by function of （#HEAD ADJUST/#DROP POS.）. If media feeding is functional, it is much more useful for checking the printed pattern.

Improvement → JOG operation is activated by pressing [ST.MAINT] key or [USER TYPE] key when (#DROP POS.) is indicated on LCD.
	Request from EU

	2
	During print operation, when “Refresh” is operated, Suction” is not functional.

→The defection is improved.
	Reported　from EU

	3
	When “LOGICAL SEEK “ is OFF, depending on the image, Cyan is linearly and slightly printed on unexpected area. (Such defect can not found when “LOGICAL SEEK” is ON ) 

　　→　Such unexpected print is reduced by revising wave form.
	Remaining task of Ver. 1.00

	4
	When several print jobs are sent and printed, the device returns to the local mode after one print job is completed. 

Therefore, it is unable to perform continuous print.
	Remaining task of Ver. 1.00


 3) Firmware version update by users
When F/W is updated to Ver.1.10 via an update tool of RLP5, it is unable to downgrade its latest version to previous versions because of reasons described below.
 F/W Ver1.10 is adapted to Sb52 ink. Therefore, a regardless of whether Sb52 ink is used, users can not downgrade F/W version to previous versions which are not adapted to such inks.
Special Instruction

   When the first power-on after the upgrade, Maintenance parameter, Ink system parameter, Ink information parameter, Ink sequence parameter, Ink type parameter, Servo parameter and Test parameter are automatically initialized.
























