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JV34-260 & TS34-1800A firmware version 1.20 has been released.

	


Nov 30, 2011

	Update version
	Current version

	1.20
	1.10


Changes
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JV34-260 & TS34-1800A Main Firmware Upgraded
1) Adaptation of solvent ink, SS21-6Color（Only JV34-260）
2) ROM is modified in order to be used in both JV34-260 and TS34-1800A. The followings are applied to Ver 1.15 and later.
	
	Applied function and setting to TS34-1800A
	Note

	1
	Model name shows TS34-1800 by changing from 0 to 1 of SYTEM PARAMETER [40]：ModelTA
and insert the dedicated harness to the heater connector of a main board
	Activated on Ver1.15

	3
	Functions of TS34-1800A are controlled by setting described above 1.
1 4 and 6-color mode is applicable to water-base pigment ink, Pigment.
2 Ink type can be selected from 「Pig」 and 「Sb52」 at the Initial Ink fill.
3 Cleaning-related maintenance and test cannot be operated because cleaning unit is not mounted.
4 Heating-related setting and test cannot be operated because this model has no heater.
	Activated on Ver1.15


3) Following requests and FTs are responded or improved.
	
	Improvement of defect and response to request
	FT/Report

	1
	ERROR207：Slew rate generation  (COM waveform aberration )
Cause(s): Micro-vibration is driven without end-of-printing waveform because of wrong sequence.  
Countermeasure(s): Guard condition is added to prevent the driving of micro-vibration before end-of-printing waveform. (FPGA)
	TS34 

Production line

	2
	ERROR205：Head voltage (Abnormal dead voltage )
Cause(s): Wrong control timing by AD converter. (Control timing occasionally does not meet the specified range.)
Countermeasure(s): A/D convert timing is modified to certainly meet the definition.(FPGA) 
	JV34
Production line

	3
	TS34 distributers request: Print mode with low-resolution.
Following printing modes are allowed.
→360×540dpi、360×720dpi、540×360dpi
	Only on TS34

Requested by distributers

	4
	Buzzer sound is not necessary when a heater reaches the certain temperature.
→Buzzer sound can be switched  (on/off) by parameter setting (customize parameter <52>). (Default set: ON)
	FT37-231

	5
	When ERROR207 occurs, it does not indicate which head has a trouble.
　→Head number is added to the error indication.
	FT37-291

	
	
	

	
	
	


 4) Firmware version update by users
 ROM for JV34-260 and TS34-1800A is common on this and later version.
On TS34, downgrading should be masked because previous versions do not apply to TS34 and the boot process should be modified. Therefore, downgrading by users is prohibited. 
Special Instruction

   When the first power-on after the upgrade, Maintenance parameter, Ink system parameter, Ink information parameter, Ink sequence parameter, Ink type parameter, Servo parameter and Test parameter are automatically initialized.
























